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Federal Communications Commission § 15.239 

will be carried on the package and indi-
cate where, specifically, it will be lo-
cated on the carton. 

[54 FR 17714, Apr. 25, 1989; 54 FR 32340, Aug. 
7, 1989, as amended at 56 FR 3785, Jan. 31, 
1991; 56 FR 5659, Feb. 12, 1991; 60 FR 21985, 
May 4, 1995] 

§ 15.235 Operation within the band 
49.82–49.90 MHz. 

(a) The field strength of any emission 
within this band shall not exceed 10,000 
microvolts/meter at 3 meters. The 
emission limit in this paragraph is 
based on measurement instrumenta-
tion employing an average detector. 
The provisions in § 15.35 for limiting 
peak emissions apply. 

(b) The field strength of any emis-
sions appearing between the band edges 
and up to 10 kHz above and below the 
band edges shall be attenuated at least 
26 dB below the level of the 
unmodulated carrier or to the general 
limits in § 15.209, whichever permits the 
higher emission levels. The field 
strength of any emissions removed by 
more than 10 kHz from the band edges 
shall not exceed the general radiated 
emission limits in § 15.209. All signals 
exceeding 20 microvolts/meter at 3 me-
ters shall be reported in the applica-
tion for certification. 

(c) For a home-built intentional radi-
ator, as defined in § 15.23(a), operating 
within the band 49.82–49.90 MHz, the 
following standards may be employed: 

(1) The RF carrier and modulation 
products shall be maintained within 
the band 49.82–49.90 MHz. 

(2) The total input power to the de-
vice measured at the battery or the 
power line terminals shall not exceed 
100 milliwatts under any condition of 
modulation. 

(3) The antenna shall be a single ele-
ment, one meter or less in length, per-
manently mounted on the enclosure 
containing the device. 

(4) Emissions outside of this band 
shall be attenuated at least 20 dB below 
the level of the unmodulated carrier. 

(5) The regulations contained in 
§ 15.23 of this part apply to intentional 
radiators constructed under the provi-
sions of this paragraph. 

(d) Cordless telephones are not per-
mitted to operate under the provisions 
of this section. 

§ 15.237 Operation in the bands 72.0– 
73.0 MHz, 74.6–74.8 MHz and 75.2– 
76.0 MHz. 

(a) The intentional radiator shall be 
restricted to use as an auditory assist-
ance device. 

(b) Emissions from the intentional 
radiator shall be confined within a 
band 200 kHz wide centered on the op-
erating frequency. The 200 kHz band 
shall lie wholly within the above speci-
fied frequency ranges. 

(c) The field strength of any emis-
sions within the permitted 200 kHz 
band shall not exceed 80 millivolts/ 
meter at 3 meters. The field strength of 
any emissions radiated on any fre-
quency outside of the specified 200 kHz 
band shall not exceed 1500 microvolts/ 
meter at 3 meters. The emission limits 
in this paragraph are based on meas-
urement instrumentation employing 
an average detector. The provisions in 
§ 15.35 for limiting peak emissions 
apply. 

[54 FR 17714, Apr. 25, 1989, as amended at 57 
FR 13048, Apr. 15, 1992] 

§ 15.239 Operation in the band 88–108 
MHz. 

(a) Emissions from the intentional 
radiator shall be confined within a 
band 200 kHz wide centered on the op-
erating frequency. The 200 kHz band 
shall lie wholly within the frequency 
range of 88–108 MHz. 

(b) The field strength of any emis-
sions within the permitted 200 kHz 
band shall not exceed 250 microvolts/ 
meter at 3 meters. The emission limit 
in this paragraph is based on measure-
ment instrumentation employing an 
average detector. The provisions in 
§ 15.35 for limiting peak emissions 
apply. 

(c) The field strength of any emis-
sions radiated on any frequency out-
side of the specified 200 kHz band shall 
not exceed the general radiated emis-
sion limits in § 15.209. 

(d) A custom built telemetry inten-
tional radiator operating in the fre-
quency band 88–108 MHz and used for 
experimentation by an educational in-
stitute need not be certified provided 
the device complies with the standards 
in this part and the educational insti-
tution notifies the Engineer in Charge 
of the local FCC office, in writing, in 
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